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1 MLS MANAGER SOFTWARE

Download the MLS Manager software and install the program on your PC.

MLS Manager software is designed to properly write an i-button (setup key DS1996L) according to 

required configuration. The setup key can then be used to quickly setup the EM2050, EM3550 and 

EM3050 locks from factory to “operational” mode.

Download the drivers for the Dallas key if they are not installed on your PC yet. The most recent driver 

versions can be downloaded from:

https://www.maximintegrated.com/en/products/ibutton/software/tmex/download_drivers.cfm

• Before programming the lock, please read the instructions for use carefully.

• If i-button is written in this manual it can also be read as Dallas key.

2 OPEN THE MLS MANAGER SOFTWARE

Open the MLS Manager file on your PC.
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3   START A NEW LOCK CONFIGURATION

To start a new lock configuration select “New lock configuration” and choose the type of lock you want 

to configure.

To save this configuration, give the configuration a name. The configuration can be used later to easily 

write more i-buttons. If you don’t want to save this configuration, leave this field open. Select OK.
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4   CONFIGURE THE USERS

Installed

Under “Installed” you can select which user you want to install in the lock. Installed users are not auto-

matically active after programming. Users can be activated by the manager. Users that are not installed  

can not be activated!

Dual Mode

Under “Dual Mode” you can select users who have to open in dual mode. A dual mode user can’t open 

on his own, another user will have to enter his code also to open the lock. 

Time delay override

User 9 can override Time Delay and has dual mode as a default. This can be undone by deselecting dual 

mode. 

Activate installed users with default code

When you select “Activate installed users with default code” all installed users will be active after pro-

gramming with the default code, which appears behind the user when this is selelected. When a user is 

selected as installed the code will turn red.

Activate dual mode for installed users

When you select “Activate dual mode for installed users” all installed users will have dual mode. 

Warning! The manager has to be selected separately.
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5   CONFIGURE THE USER OPTIONS

Silent alarm

When silent alarm is selected, the lock will send a signal to an alarm interface when the distress code is 

entered. Also a signal can be sent from the interface to the lock to block the lock remotely.

The distress code is a “normal” valid code, with the last digit + 1. This code works as a valid code. 

Audit box (only for locks prior to 03-2014)

When Audit box is selected the lock will send signals to a satellite board that can store 2000 events 

with time and date.

Bolt switch

When the lock has a internal bolt switch the bolt will be monitored when this box is selected.

Audit box error signal

The lock will signal when no feedback from the satellite board is received after entering the code.

Activate code length check

When selected, the code length will automatically go from 6 to 7 digits when silent alarm and 5 or 

more users are active. When code length check is deactivated it is possible to program a lock with 

silent alarm and 5 or more users with a 6 digit code but this will void VdS certification.

6   EM3050 SPECIAL CONFIGURATION OPTIONS

For lock EM3050 there are some extra features. Select “Special options (MotorDrive)”
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Press key to close

By selecting this option, the lock doesn’t close automatically after 5 seconds but a random key has to 

be pushed to close the lock. Selecting this option will void the option “Audit box”.

Hotel Mode (EM3054)

Selecting this option gives the opportunity to close the lock by entering a 4 digit code. This 4 digit code 

will open the lock again. The code can be changed every time the door is open.

Switch activated

The lock will close if a switch, e.g. a switch on the boltwork, is activated. 

Force to close

Only to use in combination with “Switch activated”. The bolt will be forced to the open position by the 

motor (normally the bolt is spring activated). 

7 AUDIT

When the lock is programmed with 2 or more users an audit with the last 100 openings without time 

and date can be retrieved from the lock with a Dallas key. 

To download the audit from the lock on the Dallas key, push and hold “7” until a double signal sounds 

and the LED lights up. Then enter the manager code and insert the Dallas key in the key reader on the 

keypad. The data will be written to the key, a double signal will sound and the LED will die.

Start the MLS software and select “Read audit key”

The following screen will appear:
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Insert the Dallas key in the key reader which is connected to your PC and refresh the available iButton 

devices.

Then select “Read” to read the data from the key. The log file will appear.

Behind the “Info” button you will find information how this lock is programmed.
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8 EXTRA

You can change language by selecting “Change Language”.

9 PROGRAMMING THE LOCK

The board must be configured from factory mode to “operational” using an i-button (DS1996L) by 

pressing and holding key “2” till double beep and LED on and then entering a properly written i-button 

(DS1996) setup key. If valid setup key, lock signals a double beep else a long beep. Manager factory 

combination (5-5-5-5-5-5) is automatically changed to the standard default for operational locks: 

123456(7).
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